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Easy and quick adjustment

A feeling of safety
New concept approach

Unique design

The birthing bed meets the requirements of 
EN 60601-1 and EN 60601-2 Standards.

B – brilliant blue F – ocean green

M – corn yellowD – pastel orange

The footrest
The original concept of the bed surface mounted 

on an eccentrically positioned lifting column enables simple tur-

ning of the footrest and bed surface. 

One person can adjust the footrest very quickly 

to several positions with ease.

Colour options
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Backup battery 1,2 Ah

Supply voltage 230 V

Frequency 50 Hz

Max. Power 340 VA – version AX,CX

Motor voltage 24 V

Protection against ingress IPX4

Apparatus class I

Foot rest adjustment 0°/+25°

Vertikal adjustment of foot rest 225 mm

Ground plan extrusion of foot rest 0°; 60°; 90°

Positioning of foot support

Total length when extended 2100 mm

Total width (without joints) 1016 mm

Minimum height incl. upholstery 600 mm

Max. patient weight  150 kg
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Electric adjustment

Manual adjustment

Maximum lift 295 mm

Back rest adjustment angle -12°/+70°
In case of a power failure or back rest 
motor failure, the anti-shock position 
can be set manually.

Seat adjustment 0°/+20°

Max. loading 

Dimensions Electrical parameters

�������� Headrest in optional colours�������� Bolster semicircular 
in optional colours

������ Euro-lath seat  – 1 pair
Supplied including screws

�����
 Holder for remote control, it can
be connected to the Euro-lath seat

Brakes – independently braked castors
with free, steer and fully braked facility

Divided foot support with a remove 
possibility of top part

�����
 Plastic basket 
for accessories

�����
 Birthing bed undercarriage 
lighting

����
�� Doctor’s 
chair

Accessories Details Cleaning Technical Parameters

����
� Small round stainless 
4.5 litre steel bowl 

��������
 Foot controller – complete
Wired to a socket situated
under the plastic cover of 
the base in the front or back,
replaces the manual 
controller.

The compact structure of the bed surface and the plastic cover
of the undercarriage minimizes the time required to clean the
bed and completely avoids  “untreatable“ infection traps.

A compact bed surface closed from each side.������ Telescopic IV Holder 
Can be fixed either side 
of the bed

�����	�� Supporting upholstered bar 
with 2 universal joints M-FIX, 
the bed needs to be equipped
with a Euro-lath PPA-27

Other accessories
������ Large stainless steel bowl

��������
 Backup Battery 
For emergency use to drive the
electrically controlled surfaces

����

�� Lumbar support  


